13790510059 5 4 3 2 | 1
V A4 A4 V A4 V V V
O S
/\ /\ /\ /\ /\ /\ /\ /\
X X = NK-HF
/»0. 5+0.02 Sq Do T T
N\ A A AN A A A A\ T o
2 ‘l,‘//jl‘:le,!hw“‘ 3MLCP, 4 HABS, 5 APA6T,
_H VIR # 180 K\”\[\, %\\":(
B RRE90° %k, RSER
<
N
i Dlmensmns list
1 Contacts Dimensions [Contacts Dimensions
Per row A B Per row A B
\/ v Y Y Y U U 1 2.0 0 21 42.0 40.0
W = 2 1.0 2.0 22 44.0 42.0
S 3 6.0 1.0 23 16.0 44.0
2.0 + 4 80 6.0 24 18.0 16.0
- 0
o S 10.0 8.0 25 50.0 48.0
B=+0. 30 6 12.0 0.0 76 52.0 50. 0
1 7 14.0 12.0 27 54.0 52.0
8 16.0 14.0 28 56. 0 54,0
A+0.5 9 18.0 16.0 29 58.0 56. 0
10 20.0 18.0 30 60. 0 58.0
11 22.0 20. 0 31 62.0 60.0
2.0+0.05 ®0.75+0. 05 12 24.0 220 32 64.0 62.0
- — 13 26.0 240 33 66.0 64.0
(NOH ACCUHI) 14 28.0 26. 0 34 68.0 66. 0
15 30.0 28.0 35 70.0 68.0
'@' '@' '@' '@' 16 32.0 30.0 36 72.0 70.0
17 34.0 32.0 37 74.0 72.0
18 36.0 34.0 38 76.0 71.0
SPECIFICATIONS 19 38.0 36. 0 39 78.0 76.0
Current Rating: lAmpS 20 40.0 38.0 40 80.0 78.0
Insulator Resistance: 5000Megohms min.
Dielectric Withstonding: AC 500v iJj fgbfﬁ S XFH 57 “,ﬁl} /\:‘I
Contact Material: B IR 52 T S Ry
ontact Waterial: rass . DONGGUAN EASTOM ELECTRONIC Co., Ltd.
Operating Temperature: -40 °~ +105°C — ——
Max Processing Temp: 230° TO 260° for 30-60 seconds BHSPART NO: EST2004WV-1#NPB-X GENERA. oL ERANCE
Insulator Material: NYLON-6T 4 TITLE: DB2.0EC&F (R4 i: ix ig ;g
PLTAING: GOLD FLASH Mkl L AR By ANGLE  s1°
UNSPECIFIED TOLERANCE: =£0.20 B EET BB B w | WE EE B G _@_
REVISION DATE DESCRIPTION APPROVALBY 2022.6.12 "El’
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